Ordering Information

PIM Master™ MW82119B

Ordering Information

Model Number
MW82119B

Frequency
Options

MW82119B-0700
MW82119B-0701
MW82119B-0800
MW82119B-0850
MW82119B-0900
MW82119B-0902
MW82119B-0180
MW82119B-0194
MW82119B-0210
MW82119B-0260
Other Options
MW82119B-0019
MW82119B-0031
MW82119B-0331
MW82119B-0098
MW82119B-0099

Description

PIM Master™ Passive Intermodulation Analyzer
(must be ordered with ONE frequency option)

(must order one, and only one)

LTE 700

APT 700

LTE 800

Cellular 850

E-GSM 900

E-GSM 900 w/IM2
DCS 1800

PCS/AWS 1900/2100
UMTS 2100

LTE 2600

High Accuracy Power Meter (requires USB power sensor)

GPS Receiver (requires GPS antenna)
Site Master™ Cable and Antenna Analyzer

Standard Calibration to ISO 17025 and/or Z540.1

Premium Calibration to ISO 17025 and/or Z540.1 plus test data

Standard Accessories

Part Number
2000-1786-R
2000-1714-R
2000-1691-R
2000-1797-R

1091-422-R
2300-577
633-75
40-187-R

(Country
dependent)

806-141-R
2000-1371-R
3-2000-1498
10920-00060

Description

Soft Carrying Case, Screen Access
Shoulder Strap

Stylus with Coiled Tether

Screen Protector Film, 8.4 in

Adapter, 7/16 DIN(f) to 7/16 DIN(m), 50 Q (Connector Saver)
Anritsu Software Tool Box for Handheld RF Instruments Disc

High-capacity Li-Ion Battery Pack
AC/DC Power Supply
AC Power Cable

Automotive Power Adapter, 12 VDC, 60 W
Ethernet Cable, 7 ft/213 cm

USB A to Mini B Cable, 10 ft/305 cm
Handheld Instruments Documentation Disc

Three-year warranty (battery one-year warranty)

Certificate of Calibration
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