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[II | ﬁ Ordering Information

Model Number
MW82119A

Frequency Options
MW82119A-0700
MW82119A-0850
MW82119A-0900
MW82119A-0180
MW82119A-0190
MW82119A-0192

Other Options
MW82119A-0019
MW82119A-0031
MW82119A-0098
MW82119A-0099

Description

PIM Master™ Passive Intermodulation Analyzer
(Requires option 700, 850, 900, 180, 190 or 192)

(Must order one, and one only)
LTE 700

Cellular 850

E-GSM 900

DCS 1800

PCS 1900

PCS/AWS 1900/2100
(Note: Tx, is in the PCS band and Tx, is in the AWS band)

High Accuracy Power Meter (requires USB power sensor)

GPS Receiver (requires GPS antenna)

Standard Calibration to ISO 17025 and/or Z540.1

Premium Calibration to ISO 17025 and/or Z540.1 plus test data

Standard Accessories (included with PIM Master)

Part Number
2000-1712-R
2000-1714-R

1091-387-R
10920-00060
2300-530
10580-00285
633-75
40-187-R
(Country dependent)
806-141-R
2000-1371-R
3-2000-1498
11410-00679

Description

Soft Carrying Case

Shoulder Strap

Adapter, 7/16 DIN(f) to 7/16 DIN(m), 50 Q (Connector Saver)
Handheld Instruments Documentation Disc

Anritsu Tool Box with Line Sweep Tools (LST) DVD Disc

User Guide

High-capacity Li-Ion Battery Pack

AC/DC Power Supply

AC Power Cable

Automotive Cigarette Lighter 12 VDC Adapter

Ethernet Cable, 7 ft/213 cm

USB A-mini B Cable, 10 ft/305 cm

PIM Master Product Brochure

One Year Warranty (Including battery, firmware, and software)
Certificate of Calibration

Accessory Kits

Part Number
2000-1716-R

PIM accessory kit includes
16DD50-2.75-R
2000-1724-R

1091-390-R
1091-403-R

1091-386-R
1091-389-R
1091-387-R
1091-388-R
1091-385-R
760-260-R
01-510
01-512-R
01-513-R
971-9-R
971-10-R

Description
PIM Master Accessory Kit with 2,75 m Armored PIM Test Cable and Hard Case

Armored PIM Test Cable, 2.75 m, 700 MHz to 3000 MHz, 7/16 DIN(m), 50 Q
Low PIM Termination, 700 MHz to 2600 MHz,

40 W CW, 7/16 DIN(m), 7/16 DIN(f), 50 Q

PIM Standard, -80 dBm £3 dB @ 1775 MHz, 20 W,
7/16 DIN(m) to 7/16 DIN(f), 50 Q

PIM Standard, -80 dBm £3 dB @ 910 MHz, 20 W,
7/16 DIN(m) to 7/16 DIN(f), 50 Q

Adapter, 7/16 DIN(f) to N(m), 50 Q

Adapter, 7/16 DIN(f) to N(f), 50 Q

Adapter, 7/16 DIN(f) to 7/16 DIN(m), 50 Q
Adapter, 7/16 DIN(f) to 7/16 DIN(f), 50 Q
Adapter, 7/16 DIN(m) to 7/16 DIN(m), 50 Q

Hard Case

Crescent Wrench

1” Torque Wrench

1" Torque Wrench

Isopropyl Alcohol Wipes (50 pieces)

Tapered Cotton Swab (100 pieces)

Optional Accessories

Part Number
760-259-R
67135
2000-1374
16DD50-4.0-R
2000-1528-R
2000-1652-R
2000-1711-R
MA24106A
MA24105A
MA24108A
MA24118A
MA24126A
10580-00315

Description
MW82119A Transit Case

Backpack for Accessories

Dual Battery Charger

Armored PIM Test Cable, 4 m, 700 MHz to 3000 MHz, 7/16 DIN(m), 50 Q
GPS Antenna, SMA(m) with 15 ft cable

GPS Antenna, SMA(m) with 1 ft cable

Antenna, GPS, Rugged

High Accuracy RF Power Sensor, 50 MHz to 6 GHz, +23 dBm

Inline High Power Sensor, 350 MHz to 4 GHz, +3 dBm to +51.76 dBm
Microwave USB Power Sensor, 10 MHz to 8 GHz, +20 dBm
Microwave USB Power Sensor, 10 MHz to 18 GHz, +20 dBm
Microwave USB Power Sensor, 10 MHz to 26 GHz, +20 dBm

Certified PIM Master™ PIM Measurement Training Course
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