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CS-23CS-23 TYPE MOLDS
Vertical Cable Drop to Vertical Steel Surface

CS-23 Type Molds are used to join vertical cable down to a 
vertical steel surface.  Note that the cable is OFF the surface.
Size range is #6 through 500 MCM solid or concentric 
stranded copper conductors.

CABLE SIZE MOLD # PRICE 
KEY

WELD 
METAL

HANDLE 
CLAMPS

LEAD 
TIME

#6 M-5389 4 45 B-106 2
#4 M-5359 4 65 B-106 2
#2 M-2781 4 65 B-106 2
#1 M-5361 4 90 B-106 2
1/0 M-2189 4 115 B-106 2
2/0 M-2540 4 115 B-106 SDS
3/0 M-5362 4 150 B-106 2
4/0 M-8718 4 150 B-106 SDS

250 MCM M-8165 4 200 B-106 2
300 MCM M-5363 4 200 B-106 2
350 MCM M-9029 4 250 B-106 2
500 MCM M-8512 17 2-150 B-106 2

•	 For sizes not listed, contact thermOweld®.
•	 Molds listed are for concentric stranded cable.  Add suffix “-S”
	 to mold number for solid conductors.
•	 For heavy duty molds or molds for Copperweld® cable, 
	 contact thermOweld®.
•	 For expedited service, contact thermOweld®.
•	 Required Tools;
		  Handle Clamps w/ Flint Ignitor (see chart above for correct handles)
		  38-0309-00 ~ Flint Ignitor
•	 Other recommended accessories;
		  40-4431-00 ~ Magnetic Handle Clamp w/ B-106 Handles (pg 57)
		  38-3922-00 ~ Mold Cleaning Brush (pg 58)
		  38-0135-00 ~ Cable Cleaning Brush (pg 58)
		  38-0101-00 ~ Rasp (pg 59)

CS-5CS-5 TYPE MOLDS
Horizontal Cable Tap to Horizontal Cast Iron Surface

CS-5 Type Molds are used to join horizontal cable taps to 
horizontal cast iron surfaces.  Note that the cable is ON 
the surface.
Size range is #6 through #1 solid or concentric stranded 
copper conductors.

CABLE SIZE MOLD # PRICE 
KEY

WELD 
METAL

HANDLE 
CLAMPS

LEAD 
TIME

#6 Sol M-1613 3† 25Cl Not Req’d 2
#6 M-1614 3† 25Cl Not Req’d 2

#4 Sol M-1615 3† 45Cl Not Req’d 4
#4 M-1616 3† 45Cl Not Req’d 2

#2 Sol M-1617 3† 45Cl Not Req’d 2
#2 M-1618 3† 45Cl Not Req’d 2

#1 Sol M-1619 3† 65Cl Not Req’d 4
#1 M-1620 3† 65Cl Not Req’d 4

•	 For sizes not listed, contact thermOweld®.
•	 Molds listed are for concentric stranded cable.  Add suffix “-S”
	 to mold number for solid conductors.
•	 For heavy duty molds or molds for Copperweld® cable, 
	 contact thermOweld®.
•	 For expedited service, contact thermOweld®.
•	 Required Tools;
		  Handle Clamps w/ Flint Ignitor (see chart above for correct handles)
		  † ~ Sold complete with frame
		  38-0309-00 ~ Flint Ignitor
•	 Other recommended accessories;
		  38-3922-00 ~ Mold Cleaning Brush (pg 58)
		  38-0135-00 ~ Cable Cleaning Brush (pg 58)
		  38-0101-00 ~ Rasp (pg 59)
		  38-4129-00 ~ Packing Material for 1/0 & Larger Molds (pg 59)

DO NOT use Type CS-5 molds on Soil Pipe (ASTM A74-82).  A test weld should be 
made on a section of the pipe being used to determine the possibility of detrimental 
metallurgical effects.


