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CB-4 TYPE MOLDS
Horizontal Cable Tap to Horizontal Bus C B "4

CB-4 Type Molds are used to connect horizontal copper cable
tap to a horizontal copper bus bar with the flat side horizontal.

Size range is 1/0 through 1000 MCM solid or concentric
stranded copper conductors. Bus size range is from ;" x 1”
through 5" x 17" & wider.

BUS BAR CABLESIZE MOLD # PRICE WELD HANDLE LEAD

SIZE KEY METAL CLAMPS TIME

#2 M-5415 4 65 B-106 2

1/0 M-1651 4 90 B-106 2

2/0 M-1652 4 90 B-106 2

3/0 M-1653 4 90 B-106 2

12/&4\,)\;“13_;42 4/0 M-1654 4 90 B-106 2
250 MCM M-1655 4 115 B-106 2

300 MCM M-1656 4 115 B-106 2

350 MCM M-1657 4 150 B-106 2

500 MCM M-1659 4 200 B-106 2

1/0 M-1660 4 90 B-106 2

2/0 M-1661 4 90 B-106 2

3/0 M-1662 4 115 B-106 4

4/0 M-1663 4 115 B-106 2

3/8X1-1/2 250 MCM M-1664 4 150 B-106 4
& WIDER 300 MCM M-1665 4 150 B-106 4
350 MCM M-1666 4 200 B-106 4

500 MCM M-1668 4 250 B-106 4

750 MCM M-1669 5 [2-150 | B-107 2

1000 MCM M-1670 5 |2-200( B-107 4

1/0 M-1671 4 115 B-106 2

2/0 M-1672 4 115 B-106 2

3/0 M-1673 4 150 B-106 2

4/0 M-1674 4 150 B-106 2

1/2X1-1/2 250 MCM M-1675 4 200 B-106 4
& WIDER 300 MCM M-1676 4 200 B-106 4
350 MCM M-1677 4 250 B-106 2

500 MCM M-1679 5 2150 B-107 2

750 MCM M-1680 5 |[2-200| B-107 4

1000 MCM M-1681 5 500 B-107 4

- Forsizes not listed, contact thermOweld®.
- Molds listed are for concentric stranded cable. Add suffix “-S”
to mold number for solid conductors.
« For heavy duty molds, molds with wear plates or molds for
Copperweld’ cable, contact thermOweld®.
« For expedited service, contact thermOweld®.
« Required Tools;
Handle Clamps w/ Flint Ignitor (see chart above for correct handles)
38-0309-00 ~ Flint Ignitor
« Other recommended accessories;
40-0319-01 ~ Mold Cleaner for cartridge sizes #15-#65 (pg 58)
40-0319-03 ~ Mold Cleaner for cartridge sizes #90-#500 (pg 58)
38-3922-00 ~ Mold Cleaning Brush (pg 58)
38-0135-00 ~ Cable Cleaning Brush (pg 58)
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