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Hybrid Combiner

High power handling
Hybrid combiner providing the flexibility of combining any two carriers within 617-2700MHz
Integrated low PIM load allows for simplified installation
Ideal for combining carriers of any technology combination (LTE,UMTS,CDMA,GSM,etc.)
independent of guard band restrictions
Self-contained housing ensures highest reliability in severeenvironments
DC-AISGpassingcapability from Port 2 to Common Port
New 4.3-10connectors for improved PIM performance and size reduction

Product Classification
Product Type Hybrid combiner

Product Brand UltraBand™

GeneralSpecifications
AISGCarrier 2176 KHz ± 100 ppm

Color Gray

Connector Interface 4.3-10 Female

Modularity Single

Mounting Pole | Wall

Mounting Pipe Hardware Band clamps

Dimensions
Height 181 mm | 7.126 in

Width 181 mm | 7.126 in

Depth 86.5 mm | 3.406 in

GroundScrew Diameter 6 mm | 0.236 in

Outline Drawing

Questions? Visit www.Talleycom.com or contact Talley at 800.949.7079 or Sales@Talleycom.com today.



CHB626-43 | D15T01P37
Questions? Visit www.Talleycom.com or contact Talley at 800.949.7079 or Sales@Talleycom.com today.

©2020 CommScope, Inc. All rights reserved. All trademarks identified by ® or ™areregistered trademarks,
respectively, of CommScope.All specifications are subject to changewithout notice. Seewww.commscope.com for the
most current information. Revised:November 6, 2020

Page2 of 4

Electrical Specifications
3rd OrderIMD Test Method Two +43 dBm carriers

3rd Order IMD, typical -161 dBc

dc Pass-through Branch 2

Lightning Surge Current 10 kA

Lightning SurgeCurrent Waveform 8/20 waveform

Electrical Specifications, AISG
dc Current, maximum 2.5 A

Electrical Specifications, Branch 1
Coupling 3.1 dB

CouplingTolerance ±0.8 dB

Input Power, PEP 3000 W

Input Power, RMS 150 W

Isolation, typical 30 dB
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Operating Frequency Band 617 – 2700MHz

Port Designation Port 1

Return Loss, typical 22 dB

Electrical Specifications, Branch 2
Coupling 3.1 dB

CouplingTolerance ±0.8 dB

Input Power, PEP 3000 W

Input Power, RMS 150 W

Isolation, typical 30 dB

Operating Frequency Band 617 – 2700MHz

Port Designation Port 2

Return Loss, typical 22 dB

Block Diagram
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Environmental Specifications
OperatingTemperature -40 °C to +65 °C (-40 °F to +149 °F)

IngressProtectionTest Method IEC60529:2001, IP67

Packagingand Weights
Included Mounting hardware

Weight, net 4.3 kg | 9.48 lb

Regulatory Compliance/Certifications
Agency Classification

ISO9001:2015 Designed,manufactured and/or distributed under this quality management system


