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PAS69278P
2-Port MIMO Pole Mount Low-PIM Directional 
Panel Antenna 698-960 MHz /  
1710-2700 MHz

The patent-pending PAS69278P antenna is a wide-band dual-port panel antenna with slant 45 polarization that 
covers the domestic LTE700/Cellular/PCS/AWS/MDS and global GSM900/GSM1800/ UMTS/LTE2600 bands. The 
antenna is ideal for both indoor and outdoor applications. It includes a UV-stable radome enclosure that provides 
years of use without degradation to either the mechanical properties or aesthetics.

Patent-pending  
PAS69278P

FEATURES AND BENEFITS
•	 Applicable for 3G/4G, domestic LTE 700 band, Global 

LTE 2600 band, WiMax 2300/2500 band, domestic 
cellular and global GSM solutions

•	 Weatherproof UV stable radome
•	 Low Passive Intermodulation
•	 Conformance to RoHS

ELECTRICAL SPECIFICATION

Operating Frequency (MHz) 700 850 900 1800 1900 2100 2300 2600

Peak Gain, dBi (Typ) 8.7 9.0 9.8 7.5 8.5 8.4 9.5 9.7

Peak Gain, dBi (Max) 9.1 9.7 10.4 8.5 9.1 9.1 10.1 10.0

PAS69278P-91NF Additional 
Loss, dB

0.5 0.6 0.6 0.9 0.9 1.0 1.1 1.1

VSWR - Avg <2.0:1 <1.9:1 <1.7:1 <1.6:1 <1.5:1 <1.5:1 <1.6:1 <1.8:1

Isolation, dB (Typ) <-38 <-40 <-40 <-30 <-30 <-30 <-30 <-30

3 dB Beamwidth, Vertical Plane 66° to 70° 61° to 65° 56° to 60° 57° to 84° 46° to 62° 46° to 72° 57° to 66° 48° to 55°

3 dB Beamwidth, Horizontal 
Plane

65° to 74° 59° to 65° 57° to 60° 56° to 85° 52° to 64° 52° to 82° 58° to 63° 48° to 54°

PIM, 3rd Order, 2 x 20W, dBc 
(Typ)

< -151 < -153

CPR at Boresight, dB (Typ) 25 23

CPR at Boresight, dB (Min) 25 17

F/B Ration, Co-pol (dB) 21

VSWR – Max 2.0:1

PIM - 2x20W (dBc) < -150

Isolation – Min (dB) -28










