
PowerSplitter, D2-76series
2-way in-lineWilkinsonsplitters
617 - 5925 MHz,4.3-10 &N-type

Rev. B

� Ultra-widebandWilkinson splitters for
5GFR1signal distribution

� 50 W input powerrating
� Low PIMdesign
� LowRFinsertion loss
� High isolation
� N-type &4.3-10 connectorvariants
� RoHScompliant

Microlab D2-76 Wilkinson power splitters have been

designed for 5G-NRsignal distribution where output isola-

tion is preferablewith minimal insertion loss.Theultra-wide

frequency range of this design with stable performance

acrossthe band enables use with multiband antennas and

leaky cable systems.

Frequency: 617 - 5925 MHz
Power: 50 W avg.,1 kW peak
ReversePower: 0.2 W asa combiner
Impedance: 50 Ωnom.
PIM: -153 dBc(-110 dBm)min.
(Tested with 2x 1900 MHz,+43 dBm tones@ambient)
Environment: -40 to +70°C,IP67
Connector: Triplate, 4-hole flange
Housing: Painted Aluminum
Dimensions:: 5.50 x 4.59 x 1.18 inches

[139.7 x 116.5 x 29.9 mm]

10JAN2022Note:Specificationsare subject to changewithout prior notification.

Model No. Split Split
Loss Connector Frequency

MHz
Insertion
Loss

Return Loss
All Ports

Amplitude
Balance Isolation Weight

D2-76FE
2-way 3 dB

4.3-10(f) 617-2700
<0.8 dB

>20 dB
0.3 dB >18 dB 1.96 lbs

(889 g)2700-4200 >20 dB
D2-76FN N-type(f) 4200-5925 >18 dB

D2-76FE&D2-76FNOutline

Dimensionsin inches [mm]

5.50
[139,7]

7.08
[179,9]

4.19
[106,5]

5.11
[129,7]

1.18
[29,9]

�.197 THRU
[Ø5.0]

4 PLACES

.50
[12,7]

4.59
[116,5]

4.3-10 CONNECTORS
N-TYPE CONNECTORS

Questions? Visit www.Talleycom.com or contact Talley at 800.949.7079 or Sales@Talleycom.com today.


