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GPS-TMG-HR-40N

TheGPS-TMG-HR-40Ntimingreference antennas feature a40 dBamplifier and narrow
band high rejection filtering specificallydesignedto support long-lasting, trouble-free
deployments in congestedcell-siteapplications with severeinterference around the
GPSL1frequency.

Theproprietary quadrifiliar helix design,coupledwith multi-stage filtering provides
superior out-of-band rejection and lower elevationpattern performance than
traditional patch antennas.

Theunique radome shapeshedswater and ice,while eliminating problems associated
with bird perching.Theantennamaybe purchasedby itself or with pipe mounting
hardware.Custommodels or site kits options arealsoavailable.Theantenna label and
collarmount arecolor codedred for differentiation purposes.

HighRejection40 dB
with EnhancedNarrow BandFiltering

ELECTRICALSPECIFICATIONS - GNSSANTENNA

Model FrequencyRange Antenna Gain Amplifier Gain NoiseFigure Current Draw

GPS-TMG-HR-40N 1575.42 +/-10 MHz 3.5 dBic 40 dB+/- 4 dB ≤ 3.8 dB@+25°C(typ.)
≤ 4.5 dB@+25°C(max.) ≤40 mA@5V

STANDARDCONFIGURATION

Model Connector Mount Radome

TypeNFemale
(one- bottom fed) White

GPS-TMG-HR-40N
GPS-TMG-HR-40NCM
GPS-TMG-HR-40NMSCL

AntennaOnly. Doesnot include mounting hardware.
Includes red powder coated collar mount (GPS-TMG-MNT-R)
Includes red collar mount (GPS-TMG-MNT-R)and2-footmounting pipe
(P04268)

ELECTRICALSPECIFICATIONS - GNSSANTENNA,continued

Model DCVoltage VSWR Nominal
Impedance Out-of-Band Rejection Polarization

GPS-TMG-HR-40N 3.0-12.0V(operating)
28V(survivability) ≤1.5:1 50ohms ≥ 80 dB@1559MHz

≥ 80 dB@1625MHz Right hand circular

MECHANICAL& ENVIRONMENTALSPECIFICATIONS

Model Dimensions Weight Temperature Range Humidity

GPS-TMG-HR-40N 5.0”H x 3.2”D
(126Hx 81mm)

0.6 lbs
(0.3kg) - 40°Cto + 85°C 95%

High Rejection GPSTimingAntennas

GPS-TMG-HR-40N(Top)
GPS-TMG-MNT-R(Bottom left)

GPS-TMG-HR-40NCM(Bottomright)

RoHS
COMPLIANT

ESDProtection

Level: 4
Contact Discharge: 8kV
Air Discharge: 15kV

Questions? Visit www.Talleycom.com or contact Talley at 800.949.7079 or Sales@Talleycom.com today.


